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PEIREASINE CUT OFF MACHINE

Baincut XXL Auto

Fully Loaded Automatic
Abrasive Cutting Machine
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Automatic
Fully Loaded

Cutting action automatic: “'Y” Movement and
"Z” Movement with Servo System for Both Axis.

Easily selectable Auto stop position can be set where the
cutting process will be stopped and the Cutting table Or
Cutting Wheel returns to its start position.

Control Panel

Start, Stop, Reset, Cutting,
Coolant, Tube light and
Emergency Stop button
with Key and Safety Switch.

Sturdy Floor Model cutting for sectioning for Metallographic Samples

Two Way Sliding Door System — Large envelop to place bigger components

Cutting Capacity up to 180 mm dia for standard steels (may not be applicable to all the materials)
Corrosion Resistant Cutting Chamber for a long product lifetime

30 HP (22 Kw), 3 Phase Ac Motor

Variable Speed System for Cutting Wheel 1000- 3000 RPM

Cut-off wheel dia 20” (500 mm)

Simple Control Panel —Start, Stop, Reset, Cutting, Coolant, Tube light and Emergency Stop button with
safety door interlock system.

Easy Flow Cutting Chamber with Special Floor Coating

Cutting action automatic - 'Y' Movement and "Z' Movement with Servo System for Both Axis
Variable Feed rates with Cutting Length and Preset programme(Saving Up to 50 Programme)
The Machine offers manual mode also for increased flexibility for all the axis by hand wheel
User Friendly for 3 Axis Operation

Pulse Cutting / Step Cutting / Jog cutting Facility

Quick Positioning Rapid Movement with Joystick Facility

Variable Manual Cleaning Facility to clean the inside of the Cutting Chamber

10" Large Graphical Display with Touch Screen PLC System

Easily selectable Auto stop position can be set where the cutting process will be stopped and the Cutting
table Or Cutting Wheel returns to its start position.
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Water Proof LED Light

o

Door safety interlock

o

Cut off wheel cooling systems
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Auto Wash

Manual Clening System

Laser Line Marking System
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i Screw Vice Set
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to section big components

and also ease access.

Voluminous
Internal space

Effective Cooling System to reduces the Risk Of Burn
Cooling by Multiple high flow Coolant jets (4 numbers) to provide optimum cooling
Cut off wheel cooling system

Coolant Tank with 250 litres capacity

2.2kw High pressure Recirculation pumps

One large drains for draining the coolant with Magnate Separator and sludge

Water Proof LED light in the working area provides Safe & clear illumination with LED focus
light for the cutting zone

Heavy duty Screw Vice Set

T Slot Bed: 600mm x 600mm with 14mm T-Slot

X Movement — 300 mm (This helps to move the specimen and make parallel cut to get a
slice)

Y Movement Longitudinal Sectioning — 200 mm

Includes additional flange set dia 125mm

Voltage: 415V/50 Hz (R+Y+B+N+E)

Machine Size: 2100mm x 2150mm x 2400mm (L x D x H)

Machine Color: Enclosures RAL 7040, Base & Stand RAL 7021

Standard Accessories

Magnetic Separator : Magnet filter for filtering Coolant Sludge and send clean Coolant Qil to
the Recirculation tank

Door Safety Interlock System for Operator Safety : Additional Safety Feature where the Door
cannot be opened unless the Cutting process is stopped

Bed Wash : To clean the Bottom base bed Automatically while cutting and you can save
operator Cleaning time

Fume Digester : This helps to recirculate the fume caused while cutting into coolant. Gives
clear vision on cutting process and also avoid human health hazards

Loto Switch & Tag Out : During Maintenance and Break Downs the Loto Switch can be
switched off and locked with the tag key.

Phase Monitoring : In the event of failure of one phase, this unit will stop the Machine and
protects the motor from overheating and failure

Laser Line Marking System: To know in advance the exact cutting area

Auto Wash : To set the required time and leave the machine to clean automatically, So that
you can save operator Cleaning time

“T” Slot Bed: 600mm x 600mm

with 14mm T-Slot
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Optional Accessories

Static Paper Filter System
(We strongly recommend to buy this Static Paper Filter System)

Imported Hoist: This would help the user to lift the heavy weighted sample to the
Cutting bed. Maximum lifting weight 125 Kgs

Oscillation Movement for Z— Movement : Oscillation movement reduce 40% time
compared without oscillation cutting machine and saves time for the user, a significant
reduction of effort, the contact point between sample and cut-off wheel is always less

so easier to the cutting operation

X Movement Automation (Serial Cutting) : The serial cutting mode increase productivity
by cutting up to 10 different size slices (or) with same size slice.

Later cannot be included)

Rotary Chuck : Reduce cutting time and to avoid over heating of hard Materials
Koppel Fixture (Indigneous)

Koppel Fixture ( Imported)

Note: Additional Fixture to hold irregular shaped components

Koppel Fixture Height Adjustment Block (Imported) : Height Adjuster for the Koppel

Fixture to additional 60 mm for different diametrical components

High Pressure Coolant System : This enables the coolant to reach the inner cutting area

with higher velocity. Mostly used for cooling sensitive components

Chennai Metco Pvt Ltd

C8, Ambattur Industrial Estate, Chennai - 600 058.
Ph: 6908 0710/ 2688 0737, Fax: 044-2688 0850
e-mail: mktg@chennaimetco.com
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